
OHLONE PARK IMPROVEMENTS:
RESTROOM AND LIGHTING
COMMUNITY UPDATES AND SURVEY

OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704



• Proposed improvements include removal of the existing portapotty, installation of a permanent 
pre-fabricated restroom, lighting improvements, and various related site improvements.

• Based on public feedback, additional lighting at the Volleyball Courts and bollard lights near 
the Dog Park are being considered and may be added if funding allows. 

Infrastructure and Facilities Bond (Measure T1)
•  $500,000 for Restroom
•  $700,000 for Lighting Improvements
•  $1,200,000 Total Project Funding, approximately $800,000 for construction

WE ARE HERE

OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704

PROJECT SCOPE UPDATE

PROJECT FUNDING AND BUDGET (UNCHANGED)

PROJECT TIMELINE



THANK YOU FOR YOUR PARTICIPATION!

Submit survey response here: 
 
   https://forms.gle/LMCrQRHkL9nBk1Mu7

    or email feedback to Stacey Rutherford at SRutherford@berkeleyca.gov or        
    PRW@berkeleyca.gov. Please submit feedback by Sunday, Sept. 24th, 2023

OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704

Project priorities are the construction of the restroom and providing the lighting improvements.

This community update is to:
 1. Present the chosen restroom amenities and
 2. Seek further input on the proposed light fixtures

Please review this Community Update and provide your input.

DESIGN UPDATE

ACTIONS REQUESTED



RESTROOM LOCATION

RESTROOM FACILITY

OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704

RESTROOM UPDATE

New paved 
area for queueing 

Romtec Double Sidewalk Restroom Restroom Features

New double 
restroom facility

Interior sink and toilet with concealed plumbing

Solar powered
Interior motion-sensor lights with vandal-proof grate cover

Ventilation screens for sight/sound transference to regulate 
unintended restroom uses
Forest green color

Reinforced, timed auto-locking doors

A separate free standing 
drinking fountain and bottle filler 
will be located in queueing area.
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OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704

EXISTING PARK LIGHT EXISTING COURT LIGHT 
ON A TIMER

LIGHTING UPDATE: EXISTING AND NEW LOCATIONS AND FIXTURES

EXISTING STREET LIGHT
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(7) PROPOSED NEW PARK LIGHTS
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(3) PROPOSED NEW 
LIGHT BOLLARDS

A

ENDURASCAPE Bollard LED Specifications ENDURASCAPE Bollard

Ordering Information

Features & Specifications

19645 Rancho Way • Rancho Dominguez, CA 90220 • Phone: 310 512 6480 Fax 310 512 6486
www.visionairelighting.com

Housing
• Steel-reinforced pre-cast hollow core concrete in round or square 
shapes, four top styles and three textured finishes.
• Rugged cast aluminum grill louvers with 45° cutoff or horizontal cutoff.

Thermal Management
• The Endurascape Bollard Series provides excellent overall thermal 
management by maximizing the fixture’s heat sink capabilities. This 
enables the Endurascape Bollard Series to withstand higher ambient 
temperatures and drive currents without degrading LED life.
• The Endurascape Bollard Series has a very low thermal resistance 
rating.
• The L70 test determines the point in an LEDs life when it reaches 70 
percent of its initial output.
• The Endurascape Bollard Series LEDs have been determined to last a 
minimum of 100,000+ hours in 25° C environments when driven at 175 
mA.

Optical System
• Uniform Type V symmetrical light distribution.
• Optional internal light shield for Type III distribution.
• The highest lumen output LEDs are utilized in the Endurascape Bollard 
Series. Aluminum stack louver, or 45° cutoff grill provides Type V 
symmetrical light distribution. LED light assemblies come in 20 LEDs. 
• CRI values are 70.

Lens
Clear, high-impact-resistant acrylic, with silicone gasketing for a 
weather-tight seal. An optional internal light shield is available.

Quali-Guard® Finish
• The louver finish is a Quali-Guard® textured, chemically pretreated 
through a multiple-stage washer, electrostatically applied, thermoset 
polyester powder coat finish, with a minimum of 3-5 mil thickness. 
Finish is oven-baked at 400° F to promote maximum adherence and 
finish hardness.
• All finishes are available in standard and custom colors.  
• Finish is guaranteed for five (5) years.

Mounting
The Endurascape Bollard Luminaire is easily mounted with anchor bolt 
kit.

Electrical Assembly
• The Endurascape Bollard Series is supplied with a choice of 350, 530 
or 700 mA high-performance LED drivers that accept 120v 50 Hz to 60 
Hz, input. 
• 40° to 40° C operating temperature.
• 10 kV surge protector supplied as standard.

Warranty
Five (5) year Limited Warranty on entire system, including finish. For full 
warranty information, please visit VisionaireLighting.com.

Options
• Internal Light Shield   

Listings
• The Endurascape Bollard is cUL Listed, suitable for wet locations.
• Powder Coated Tough™
• IDA Certification

Project Name:

Catalog Number:

Type:

The Endurascape series of concrete bollards are designed to enhance and 
blend with architectural and natural landscapes. Beautifully crafted with 
textured finishes in a variety of shapes and cast grill louver designs. Optics 
provide smooth, 360-degree symmetrical low level illumination. Durably built for 
weather and vandal resistance. Ideal for walkways, entrances, promenades, 
plazas, courtyards, driveways, bridges and landscaped areas.

VISIONAIRE LIGHTING

MODEL

EDS-1A
8” Round

EDS-1B
11” Round

EDS-2
11” Round

Flat Top

EDS-3A
11” Square

EDS-4A
11” Square

Pyramid Top

20LC 3
350mA

5
530mA

7
700mA

3K
3000K

4K
4000K

5K
5000K

AB
Anchor Base
Consult Factory

Louver
Colors

BZ
Bronze

BK
Black

WH
White

FG
Forest Green

GY
Grey

SL
Silver Metallic

CC
Custom Color

Concrete 
Textures

LT
Light

MD
Medium

HV
Heavy

UNV
120-277V

OPTICS SOURCE CURRENT KELVIN VOLTAGE MOUNTING FINISH OPTIONS

ILS
Internal 

Light Shield

IP65

DesignLights Consortium (DLC) qualified Product. Some configurations of this product family may not be 
DesignLights Consortium (DLC) listed, please refer to the DLC qualified products list to confirm listed 
configurations. http://www.designlights.org/ 
3000K must be selected for IDA certification.

COG
45°

Cutoff Grill
8” Only

COG
45°

Cutoff Grill
11” Only

HZG
Horizontal 

Grill
11” Only

OR

40

T1
Type 1

T2
Type 2

T3
Type 3

T4
Type 4

T4A
Type 4

Automotive

T5
Type 5

T5W
Type 5
Wide

T5WR
Type 5

Wide Round

FN
Flood Narrow

FM
Flood Medium

The new BOW LX II LED Series continues the unique contemporary design 
inspired by the sleek styling of the BOW family. Separating the extruded 
aluminum driver housing and the individual die-cast aluminum linear LED 
engines: optimize the life of the LEDs and the Driver(s); and maximizes the 
lumen output of the fixture. The adjustable knuckle allows for up to 50° degrees 
of vertical adjustment for putting the light exactly where you need it.

Each of the individual LED light engines come with 32 LEDs; for a  max total of 
256 LEDs. Nine optical distribution patterns are available. 

A unique Type 4-A automotive distribution pattern is available for the front rows 
of Auto Dealerships. Available in 3000, 4000, 5000 Kelvin temperature.

A durable polyester powder coat finish is guaranteed for five years; and is 
available in standard or custom colors.

The BOW LX II LED series is an exceptional choice for auto dealerships, 
shopping centers, commercial parking lots and general area lighting.

Ordering Information

19645 Rancho Way • Rancho Dominguez, CA 90220 • Phone: 310 512 6480 Fax 310 512 6486
www.visionairelighting.com

Housing
• The LED light engines are constructed of heavy-duty, die-cast 
aluminum, with external heat radiating fins.

Driver Compartment 
• The separate driver housing is constructed of extruded aluminum, with 
vented cast aluminum end covers and stainless steel fasteners; for easy 
access to the LED driver(s); allowing for cooler operation and longer 
driver life. One-piece gasketing is utilized throughout the fixture for 
weather tight operation.

Thermal Management
• The BOW LX II Series provides excellent overall thermal management 
by maximizing the fixture’s heat sink capabilities. This enables the BOW 
LX II Series to withstand higher ambient temperatures and drive 
currents without degrading LED life.
• The L70 test determines the point in an LEDs life when it reaches 70 
percent of its initial output. The BOW LX II Series LEDs have been 
determined to last a minimum of 100,000 hours in 25°C environments 
when driven at 350 mA.

Optical System
• The highest lumen output, LEDs are utilized in the BOW LX II Series. 
IES distribution Types I, II, III, IV, IV-A, V, V-W, V-WR, FM and FN are 
available. LED light engines come in multiples of 32 LEDs.
• CRI values are 70.

Quali-Guard® Finish
• The finish is a Quali-Guard® textured, chemically pretreated through a 
multiple-stage washer, electrostatically applied, thermoset polyester 
powder coat finish, with a minimum of 3-5 millimeter thickness. Finish is 
oven-baked at 400 ºF to promote maximum adherence and finish 
hardness. 
• All finishes are available in standard and custom colors.  
• Finish is guaranteed for five (5) years.

Mounting
• An adjustable knuckle slip fits over a 2 3/8” Tenon, and allows for up to 
50° degrees of vertical adjustment in 10° degree increments from 
horizontal, as well as full side to side adjustment with the knuckle 
mount.
• The Bolt -On Arm (BOA) utilizes a 2 piece cleat system for easy installa-
tion. A Round Pole Plate Adaptor (RPP) is required for mounting to 
round poles.
• Mast Arm Fitter fits over a 2 3/8” tenon.
• Post Top fits over a 2 3/8” tenon and is adjustable up to 45°.
• Trunnion Mount is adjustable up to 50°
• Adjustable Wall Mount
• Bolt-On Arm Wall Plate
• Bolt-On Arm Wall Plate-XL

Electrical Assembly
• The BOW LX II Series is supplied with a choice of 350, 530, 700, or 
1000 mA high-performance LED drivers, that accept 120v thru 480v, 
50 Hz to 60 Hz, input.
• Rated for -40 °C to +55 º C operations. 
• Power factor of 90%. 
• THD less than or equal to 20% 
• 20 kV surge protector supplied as standard.
• 0-10v Dimming Driver supplied as standard.

Warranty
• Five (5) year Limited Warranty on entire system, including finish. For full 
warranty information, please visit VisionaireLighting.com.

Options
• Button Type Photocell
• Photocell & Receptacle
• Photo Receptacle
• Round pole plate adaptor
• Motion Sensor
• Pole Mounted Motion Sensor
• Universal Pole Mount Adaptor (BLX-II-3, BLX-II-4 & BLX-II-6 Only)
• Decorative Shroud
• Cut-Off Louver Sheild

Listings
• BOW LX II Series is UL listed, suitable for wet locations
• Meets ANSI C136.31-2010 3G Vibration Standards
• Powder Coated Tough™
• IP-66 Rated
• DLC Listed
• IDA Certification
• Pangealink

Project Name:

Catalog Number:

Type:

VISIONAIRE LIGHTING

Features & SpecificationsBLX-II LED Specifications BLX-II

BLX-II-4 Post Top Mount Shown

BLX-II-3

BLX-II-4

BLX-II-6

BLX-II-8

96LC

128LC

192LC

256LC

3
350mA

5
530mA

7
700mA

10
1050mA

3K
3000K

4K
4000K

5K
5000K

GY
Grey

SL
Silver Metallic

BK
Black

SBK
Smooth 

Black

WH
White

SWH
Smooth 

White

BZ
Bronze

GP
Graphite

CC
Custom 

Color

UNV
120-277V

8
347V

5
480V

MODEL OPTICS LEDS CURRENT KELVIN VOLTAGE MOUNTING FINISH OPTIONS OPTIONS

DesignLights Consortium (DLC) qualified Product. Some configurations of this product family may not be 
DesignLights Consortium (DLC) listed, please refer to the DLC qualified products list to confirm listed 
configurations. http://www.designlights.org/ 
3000K must be selected with a fixed mount for IDA certification.
Fixed mount must be selected for IDA dark sky certification.

PT
Post Top

MA
Mast Arm Fitter

KM
Knuckle Mount

BOA
Bolt-On Arm

AM
Arm Mount
Extended 

arm is 
needed
for the 

BLX-II-6 & 
BLX-II-8 

in D9, T9, 
T120 & QD 

configuration
s

*extended 
arm sold 

separately

TM
Trunnion 

Mount

MOUNTING

WM
Wall Mount
BLX-II-3 & 

BLX-II-4 Only

AWM
Adjustable 
Wall Mount
BLX-II-3 & 

BLX-II-4 Only

BAWP
Bolt-On Arm

Wall Plate
*BLX-II-3 & 

BLX-II-4 only

BAWP-XL
Bolt-On Arm
Wall Plate-XL
*BLX-II-6 & 

BLX-II-8 only

UPMA-S
Universal  

Square Pole
Mount 

Adaptor
*Not 

available with
BLX-II-8

UPMA-R
Universal 

Round Pole
Mount 

Adaptor
*Not 

available with
BLX-II-8

PCR-120
PCR-208
PCR-240
PCR-277
PCR-347
PCR-480
Photocell & 
Receptacle

PER
3 Pin Photo 
Receptacle
w/shorting 

cap

5PINPER
7PINPER
5 OR 7 Pin 

Photo 
Receptacle
w/shorting 

cap
Requires 
Dimming 

Driver

DS
Decorative 

Shroud

ROT-R
Rotated Optics

Right Side

ROT-L
Rotated Optics

Left Side

VWC
Visionaire

Wireless Controls
*Consult Factory

WSC-8
Motion Sensor

8’ Mounting 
Height

WSC-20
Motion Sensor
9-20’ Mounting 

Height

WSC-40
Motion Sensor

21-40’ Mounting 
Height

*This option will 
require

(1) FSIR 100 
remote for 

programing

DIM
0-10v Dimming 

Driver
*No Controls

CLS
Back Side Cutoff

Louver Shield

BHS

RPP
Round Pole 

Plate Adaptor
For 3”Ø - 5”Ø 

Pole 

BLX-II EPA Data
Tilt Deg. BLX-II-3 BLX-II-4 BLX-II-6 BLX-II-8

0 .7 .7 .8 1.1

10 .71 .9 1.2 1.6

20 1.02 1.3 1.8 2

30 1.32 1.7 2.4 3.1

40 1.62 2.1 3 3.9

50 1.86 2.4 3.4 4.5

Weight
BLX-II 45 LBS 54 LBS 68 LBS 96 LBS

Back House 
Side Shield

LIGHTING SURVEY:
OF THESE THREE FIXTURES, WHICH ONE WOULD YOU PREFER?



OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704

3 OPTIONS FOR NEW LUMINAIRE

OPTION 1 OPTION 2 OPTION 3

LIGHTING SURVEY

Existing Luminaire

• Matches existing 
luminaires of Ohlone 
Park

• Full cut-off 
complies with 
criteria of 
International 
Dark-Sky 
Association (light 
directed down to 
ground only)

• Full cut-
off complies 
with criteria of 
International Dark-
Sky Association 
(light directed 
down to ground 
only)

• Minimal light 
pollution

• Minimal light 
pollution

• Durable, widely 
used in urban 
environments

• Durable, widely 
used in urban 
environments

Pros Pros ProsCons Cons Cons

BEGA Twin-head Surface Washers Louis Poulsen HW Patina

• Generates the most 
light spillage of the 
three options

• Does not match 
existing luminaires of 
Ohlone Park

• Least compliant 
with the criteria of 
International Dark-Sky 
Association

• Does not match 
existing luminaires of 
Ohlone Park

*To match 
the green 
color of 
existing 
park lights

• Durable, widely 
used in urban 
environments



NEXT STEPS

1. Submit survey response here: 
 
    https://forms.gle/LMCrQRHkL9nBk1Mu7

    or email feedback to Stacey Rutherford at SRutherford@berkeleyca.gov or        
    PRW@berkeleyca.gov. Please submit feedback by Sunday, Sept. 24th, 2023

2. Complete Construction Documents, Permitting, and Contracting (Oct. 2023 - May 2024)

3. Construction anticipated to start Summer 2024

THANK YOU FOR YOUR PARTICIPATION!

OHLONE PARK RESTROOM AND LIGHTING IMPROVEMENTS COMMUNITY UPDATES AND SURVEY
HEARST AVE, BERKELEY, CA 94704


